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CONSTRUCTION SPECIFICATIONS BY-LAWS 

FORWARD 
This booklet contains the 2010 Colorado Hill Climb Associations, Inc. (CHCA) Official Competition 
Rules, including Car/Truck/Quad Construction Rules and Divisional Specifications, as well as the 
CHCA By-laws. The General Rules of the Colorado Hill Climb Association overrule all class rules in 
the event of a Rules Conflict.  For the purposes of the Colorado Hill Climb Association, Inc., the 
following distinctions are stated: 

 

By-laws are the formal corporate enactment governing the structure and general functioning 
CHCA, the Corporation.  

 

General Rules are the enactments of the membership regulating the overall operation of the 
Corporation’s sanctioned events and functions.  

 

Car/Truck/Quad Construction Rules and Divisional Specifications are the enactments of the 
Corporation and vehicle owners regulating safety criteria, mandatory safety equipment, and 
performance standards of competition vehicle construction. The Car/Truck/Quad Construction 
Rules and Divisional Specification are written by the vehicle owners each year. The rules 
concerning Vehicle Construction and Performance Standards shall not be amended, added to, or 
deleted for the 2010 Calendar year. 

 

Policies are the specific procedures established by the Board of Directors to be utilized in 
efficiently and safely presenting the Corporation’s sanctioned racing events. An example of 
“Policies” is the CHCA Safety Operations Manual, published separately. 
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EXECUTIVE BOARD OF DIRECTORS 
President Rod Moberly   719-570-9286  

Vice President Steve Bennett   303-663-6416 
Secretary Trudy Wells 719-494-6489 
Treasurer Trudy Wells 719-494-6489  

Member at Large David Schumacher  719-687-0957 
 

COLORADO HILL CLIMB ASSOCIATION, INC.  
Post Office Box 687 Green Mountain Falls, CO 80819  

www.chcaracing.com  

General Membership Meetings/Board of Directors Meetings 
General Membership/Board of Directors Meetings of the Colorado Hill Climb Association are 
held at the American Legion Hall Post #5, 15 East Platte Avenue, Colorado Springs, CO at 
7:00 p.m on the 1st Tuesday of each month.  Minutes are downloadable from the website above 
following the General Membership/Board of Directors Meeting.  In the event of any special 
meetings, or any change in the date or location of any meeting, each member of the Board will 
be personally notified. 

MEETING SCHEDULE 
General Membership Meetings Board Meetings 

January 5, 2010 March 2, 2010 
February 2, 2010 June 1, 2010 

March 2, 2010 September 7, 2010 
April 6, 2010 December 7, 2010 
May 4, 2010  
June 1, 2010  
July 6, 2010  

August 3, 2010  
September 7, 2010  

October 5, 2010  
November 2,  2010  
December 7, 2010  
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BOARD OF DIRECTORS 
Championship Class Reggie McNeill 

Dusty McNeill 
719-221-1674 

Competition Truck Class No Rep  
Open Competition Class Anthony Marcovich 719-244-1465 
Pro Quad Class James Vidmar 

Audie Culp 
719-633-8259 

Rally AWD Car Class David Kern 303-882-0979 
Rally 2WD Car Class Allison Kern 303-882-0982 
Ultra 4 JT Taylor 

 
719-351-9863 

Sportsman Class Justin Schumacher  
 

719-651-4734 

Stock Car Class Steve Goeglein 
 

719-683-7207 

Super Sprint Class Ted Marcovich 
Rodney O'Maley 

719-634-2609 
719-660-9856 

Super Stock Truck Class Shelly Kueker 
Don McCarl 

719-636-2289 
719-687-2992 

 

TENTATIVE RACE DATES 
All tentative race dates must be decided on by July 1st of each year on whether the event will be 
staged or not. If nothing is permanent as of July 1st, the tentative date will be removed from the 
schedule. 

Temple Canyon Hill Climb Canon City, CO May 8-9, 2010 
Core Deer Trail , CO June 5-6, 2010 
Monarch Hill Climb Salida, CO Unknown 
Lands End Hill Climb Grand Junction, CO August 14-15,2010 

Core Deer Trail, CO Sept 11-12, 2010 
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RACE DIRECTORS 
Temple Canyon Hill Climb Trudy Wells 719-494-6489 
Buffalo Peaks Hill Climb Vicki Keeney 719-205-2051 
Monarch Hill Climb Ted Marcovich 719-634-2609 
Lands End Hill Climb Rod Moberly 719-570-9286 

Core Hill Climb Ted Marcovich 719-634-2609 

 

OFFICIALS 
Chief Steward Mike Stefancic 303-912-0274 
Safety Director Bob Dodd 719-217-2646 
Pit Steward Open  
Timing Director Open  
Technical Director Ron Burge  
Start-line Official  Art Bruening  719-538-0240 
Radar Director Open  
Scales Director  Ken Venable 719-201-4541 
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GENERAL RULES  
Ignorance of General Rules is not an excuse for not adhering to the rules herein.  

1 SECTION 1 – RACE OFFICIALS 
1.1 General.  At every race event sanctioned by the Colorado Hill Climb Association, there 

shall be a staff of officials with specific duties to operate the event.  The following 
officials and their assistants will attend: 

Chief Steward * 
Race Director * 
Safety Director * 
Timing Director * 
Technical Director * 
Pit Steward 
Scales Director 
Radar Director 
Start line Official 
 
* Voting privileges at the Board Meetings. 

 
1.2 Appointment of Officials.  The CHCA Board of Directors appoints all qualified 

personnel to officiate CHCA events. Qualified personnel must be General Members in 
good standing of the CHCA. 

1.3 Chief Steward: The Chief Steward will be the Chief Representative at all sanctioned 
race events. The Chief Steward shall have voting privileges at all Board of Directors 
meetings. The Chief Steward will have the final authority and say on rules at all CHCA 
sanctioned events. All race officials report to the chief steward. 

1.4 Race Director: The Race Director is responsible for coordination of all necessary 
vendors and permits for his/her race. The Race Director shall have voting privileges at all 
Board of Director Meetings. Out of pocket expenses will be reimbursed by the CHCA, 
provided the Race Director submits an itemized list of expenses and receipts. The Safety 
Director will coordinate with the Race Director on required safety vendors, such as 
ambulance and fire. The Race Director reports to the Board of Directors on the progress 
of his/her race. 

1.5 Safety Director: The Safety Director is responsible for assembling a safety network for 
each race event for the purpose of providing a safe course at each event.  The Safety 
Director(s) will have voting privileges at all Board of Directors Meetings.  The Safety 
Director will assemble a safety network to work all flag stations and finish line where 
another official is not designated. The Safety Director will coordinate with each Race 
Director to insure proper coverage at each event for Fire and Ambulance crews.  The 
Safety Director is responsible for all incident reports for each event, and will turn such 
reports into the Executive Secretary immediately following each event. 

1.6 Timing Director: The Timing Director(s) will be responsible for assembling a timing 
crew for each race event for the purpose of timing the race event.  The Timing Director(s) 
shall have voting privileges at all Board of Directors Meetings. The Timing Director(s) 
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will time each vehicle and record all times for the events.  Timing Director(s) are 
responsible for maintaining records for each event of all timed runs, and will maintain a 
record book of all record times for each event.  The responsibility of all equipment is that 
of the Timing Director(s). 

1.7 Technical Director: The Technical Director is responsible for the inspection of all race 
vehicles and the enforcement of the rules regarding these vehicles.  The Technical 
Director will have voting privileges at all Board of Directors Meetings. He/she will be in 
charge of a technical committee comprised of the Class Representatives for each class. 
The technical committee will be required to assist the Technical Director in the 
inspection of all race vehicles. The Technical Director will notify the Chief Steward of 
any vehicle not passing tech at any time. The Technical Director will report to the Chief 
Steward and the Board of Directors as necessary. 

1.8 Pit Steward: The Pit Steward will be responsible for all activities in the pit area of each 
CHCA sanctioned race event. The Pit Steward will have the authority to impose fines 
concerning pit activities. 

1.9 Scales Director: The Scales Director will notify the Chief Steward of any vehicles not 
weighing in or any that are underweight. Any race vehicle required to weigh in that does 
not or is underweight will be disqualified for that run. If a race vehicle is disqualified the 
Timing Director is to be notified at once.  Scales Director will advise the Timing Director 
of any volunteer not presented at scales in a timely manner. 

1.10 Radar Director: The Radar Director is responsible for maintaining and the 
transportation of the radar equipment to and from all of the sanctioned race events. The 
Radar Director is responsible for assembling a radar crew of qualified radar operators for 
each race. The Radar Director will coordinate with the Safety Director as needed for 
communications and race safety issues and with the Timing Director for posting of Radar 
speeds. 

1.11 Start line Official: The Start line Official is responsible for all the start line activities at 
each event.  The Start line Official will assemble a crew to provide coverage for staging, 
and all start line activities, to include coverage if starter is called to an incident on the 
course. 

1.12 Officials: All Stewards and Officials must be at least eighteen (18) years of age.  All 
Officials will be appointed by the Board of Directors and General Members in good 
standing of the CHCA. 

1.13 Safety Worker: A safety worker is a person on the safety network directly reporting to 
the Safety Director and must be at least eighteen (18) years of age. 

 

 

2 SECTION 2 – DEFINITIONS 
 

2.1 Definitions:  
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a. A Division is as a group of vehicles falling into the same 
category without regard to wheelbase, horsepower, cubic inches, 
model, or manufacturer (e.g., Stock Cars, Trucks, etc.) 

b. An entry is a combination of Driver/Co-Driver/Vehicle and must 
be a member in good standing who submits all required forms 
and payment (entry form, medical, waiver, W-9, owners’ 
information and any other required forms) and passes technical 
inspections.   

c. A qualified driver is a member in good standing, which submits 
all required forms and passes all technical inspections. 

d. A Life Time member is only exempt from annual membership 
fee. 

e. For the purpose of clarification, a driver and co-driver are 
interchangeable within this rulebook. 

f. A Rookie is an entrant who has not taken a green flag at a CHCA 
point’s race in any previous year. 

2.2  Classes: Stock Car, Sportsman, Open Competition, Super Sprint, 
Competition Truck, Super Stock Truck, Championship, Quad (ATV), 
Rally, Junior, Ultra 4. 

a. To establish a permanent class for spectator payoff, petition the 
CHCA Board of  Directors at least 90 days prior to sanctioned 
event. 

b. Petition must include class rules to be reviewed and ratified by 
the Board of Directors and a Class representative. 

c. Any new class must have 5 entries per event for the first year of 
participation. 

d. Any new class is subject to same rules and requirements as 
established classes. 

3 SECTION 3 – ENTRY 
 

3.1 Driver/Owner Requirements: All Drivers and Owners must be a current member of the 
CHCA. Drivers must have a current CHCA driver’s license. The CHCA membership fee 
is $40.00 per year and the CHCA driver’s license fee is $10.00 per year.  Membership is 
pending until approved by the Board of Directors according to the CHCA By-Laws 

a. No drivers under the age of sixteen (16), or co-driver’s under the age of fourteen 
(14) years old are allowed in any class and must show proof of age.  Exception to 
this rule is the Junior Class, which is for ages fourteen to seventeen (14-17).  
Drivers that are fourteen (14) will be limited to the Junior Class only.  If at the age 
of sixteen (16) a driver wants to move out of the Junior Class, with parental 
consent, the driver can move. If driver is found to not be ready for the other class 
(either by parents or Board of Directors), the driver will be moved back into the 
Junior Class. 
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3.2 Entries: Entries are open to all qualified drivers and must be received by the CHCA by 
the entry deadline and accompanied by a check, cash, or money order, made payable to 
the Colorado Hill Climb Association.  

a. All accepted entries will have information confirmed, and owners/drivers will 
verify that the information on the entry form is correct. It is the owners and drivers 
responsibility to read, understand, adhere to the CHCA’s current year rulebook, and 
by signing the entry form acknowledge the same. 

b. Entries submitted for a CHCA sanctioned event, which does not qualify for a 
specific class, but have raced under another organization’s sanctioned event, may 
be entered under “Exhibition” at the discretion of the Chief Steward. 

c. The driver listed on the official entry form for the event will not be required to pay 
for a ticket to the event for which he/she is entered. The drivers’ ticket will be part 
of their entry fee. 

d. If a competitor wishes to use a backup vehicle in the same class, they must enter the 
new vehicle with all required paperwork .Backup entries will not be added to the 
total number of entries as an additional entry for gate percentage division.  

e. If a vehicle owner wishes to change the driver, they must notify CHCA and change 
the entry form. New driver must fill out entry form, sign waiver, and pass technical 
inspection (both vehicle and equipment).  The driver being replaced during an event 
relinquishes all points and awards earned at that event. 

f. Co-Drivers are allowed in vehicles that are equipped for a second person. The co-
driver must be pass technical inspection for safety before they will be allowed in the 
vehicle. This will be a complete safety tech for co-drivers. Co-Drivers must pass 
equipment technical inspection at each event. Co-Drivers must be members of the 
CHCA. 

3.3 Method of Entry: All entries must be in writing, as no telephone entries will be 
accepted.  Owner/driver or his authorized representative must sign all entries. Check 
must be dated and cashable to the date of the event.  Entry fees are as follows: 

$175.00 if paid no later than seven (7) days prior to race 

$200.00 if paid by the end of registration by Friday before the race,  
$  25.00 will go to CHCA operating capitol 

$250.00 if paid Saturday prior to first run, and miss first run. 

$  75.00 will go to CHCA operating capitol 

 

                                                                                      

Notes:                                                                                                                                      
A surcharge may be added at the discretion of the board of directors to cover additional 
expenses.                                                                                                                            
A complete entry consists of the entry forms and method of payment.                            
Checks may be postdated to the date of the event. 
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3.4 Entry Forms: Entry forms are available from the Colorado Hill Climb Association 
website at www.chcaracing.com. 

3.5 Refunds: No entry will be refunded after the entry fee has been paid, unless that entry 
does not take a green flag at all during the event weekend. Any excess funds from 
surcharges will be refunded among entries of a particular event evenly.  The Treasurer 
will be allowed thirty (30) days following the event to process refunds.   

3.6 Number of Entries: Chief Steward and or board of directors reserve the right to limit the 
number of entries per event.  

 

SECTION 4 – PENALTIES 
 

4.1 General - Any person or organization violating rules may be penalized.  Penalties will be 
assessed at the discretion of the Chief Steward and/or Board of Directors. 

4.2 Scale Of Penalties: Penalties may be: 

• Fines 
• Loss of Time  
• Loss of Awards  
• Loss of Points  
• Disqualification  
• Probation  

o Suspension  
• Expulsion (to conform with Article XVIII) 

 

4.3 Fines: All fines collected shall belong to the CHCA. No fine assessed shall be removed 
or modified except by order of the Board of Directors. Fines must be paid before further 
competition in a CHCA sanctioned event. 

a. Red Flag - means stop and wait for an official. Violation could result in a $250.00 
fine. 

b. Downhill Vehicle Operation – two-way traffic conditions. Violation could result in 
a $150.00 fine. 

c. Alcohol in the Pits - allowed after the last competition vehicle crosses the finish 
line. Violation could result in a $100.00 fine. 

d. No Pit Fire Extinguisher - Fine is $10.00 per day, refer to General Car/Truck 
Construction rules. 

e. Animals and/or children associated with an identifiable driver or owner of CHCA, 
acting in an unsafe manner can be assessed a penalty in the form of a fine and/or 
loss of a run. Said penalty shall be administered by any member of the Safety 
Division reporting to the Chief Steward. 

f. No driving race vehicle on any road other than the race road. Violation will result in 
a disqualification. 
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g. Gloves, helmet, and safety harness (belts) must be worn at all times while the race 
vehicle is on race course. Violation could result in a $10.00 fine per item.   

h. Conduct Detrimental To Racing: Any member, who, in the opinion of the officials or the 
Board of Directors, is guilty of conduct detrimental to racing, and/or CHCA, on or off its 
race course, may be penalized in accordance with Scale of Penalties, by the Chief Steward 
and/or the Board of Directors. 

4.4 Ineligible Participants: The CHCA Secretary shall maintain a list of ineligible 
participants and reasons for ineligibility. 

4.5 Bad Checks: There will be a $50.00 fee, plus bank charges, assessed for any person who 
writes a bad check. Any further monies must be received in cash, money order, or 
certified check for the period of one year. 

5 SECTION 5 – PROTEST 
 

5.1 General Rules Protest: General Rules violation complaints must be in writing, no 
money involved, to the Board of Directors or Chief Steward within seven (7) days from 
the date of incident, by a member in good standing. 

6 SECTION 6 – CONDUCT 
 

6.1 Owner Responsibi lity: The vehicle owner or authorized agent can be held responsible 
for the behavior of all members of his/her crew during any CHCA sanctioned event, both 
on and off the race course, for the duration of the CHCA’s permit(s) for each event. 
Owners will be responsible to have read, understand, and adhere to the CHCA’s current 
year rulebook. 

6.2 Competency of Drivers And Crews: Any driver who, in the opinion of the Officials, 
does not show sufficient skill and judgment in the safe operation of his/her race vehicle 
shall be declared ineligible to compete in the event or the practice sessions. 

6.3 Mandatory Meetings: Each driver entered in an event shall be required to attend 
technical inspection, drivers meetings on Qualifying and Race days, and other meetings 
as determined by the Chief Steward and/or the Board of Directors. Failure to attend or 
arrive at scheduled time will result in fines, loss of practice time, or exclusion from the 
event, at the discretion of the Chief Steward. 

6.4 Technical Inspection: Each vehicle entered into a CHCA event will be required to pass 
a technical inspection. Inspections are usually scheduled at the first parade of the year or 
by appointment with the Technical Director. The Technical Director and the Technical 
Committee is not required to tech any vehicle arriving on the day of qualifying. All 
vehicles and drivers not attending the pre-designated technical inspections will be 
required to arrange for technical inspection at the event first entered. 

6.5 Registration/Check In: Driver registration and check in must be completed before the 
Drivers Meeting on Saturday. If the competitor is not registered prior to the drivers 
meeting, that competitor will miss the first run of practice on Saturday. 
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6.6 Specific Rules/Pre-Running : Specific safety rules for all divisions are included within 
division specifications.  However, all divisions will adhere to these listed general safety 
rules. 

6.7 Volunteers: Each driver entered in a CHCA event will be required to supply an able 
bodied volunteer for an entire run every race weekend or pay $25.00 to hire a volunteer. 
The volunteer list will be prepared by the Secretary. Any driver not supplying the 
promised volunteer when scheduled will be fined $100.00, payable before the next run. 

6.8 Authorized Vehicles: Only authorized motor vehicles can run in the pit area, unless 
otherwise approved by the Chief Steward and Pit Steward. (No motorcycles or ATV’S). 

6.9 Safety: The cardinal safety rule in any CHCA sanctioned event shall be that all traffic 
moves uphill only when on the racecourse. The only time traffic may move downhill is 
when a radio-controlled vehicle accompanies it or when told to do so by the Safety 
Director. Under no circumstances will any traffic move downhill on the race course 
during the race meet unless prior arrangements have been made with the Chief Steward, 
the Safety Director, and the Start line Official, and all safety personnel connected with 
the event. No race vehicle will move uphill on the racecourse unless in competition. 

a. No driver in a race vehicle will be on a CHCA racecourse before any event, other 
than another sanctioned event. Penalty will be disqualification from the event. 

b. Testing of race vehicles on racecourse or borders of racecourse is subject to 
approval by Chief Steward or his representative only. 

6.10 Vision: Any driver, who during the course of racing competitively on a CHCA course, 
has had more than 50% of his/her vision obstructed (i.e. oil on windshield, shattered 
windshield), as compared to the start of the run, will immediately cease racing on the 
course and pull over to the side of the track, no later than the next Safety station and 
forfeit the run.  Failure to adhere to this rule will result in a fine as determined by the 
Chief Steward. 
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7 SECTION 7 – NUMBERS 
 

7.1 Display of Vehicle Numbers: Numerals shall be displayed on the race vehicle in 
accordance with the specific divisional rules, but in all cases shall be on contrasting color 
with respect to the vehicle’s body color.  Vehicles shall correctly display numerals when 
it is presented for technical inspection. 

8 SECTION 8 - IMPOUND 
 

8.1 Race Vehicle Inspection: CHCA officials may inspect race vehicles before, during, or 
after a race, or all three. Only crewmembers of the vehicle will be allowed in the 
immediate area of the inspection. 

8.2 Impoundment : A vehicle selected for inspection will be ordered to an impoundment 
area to which the entrant, who shall also provide necessary manpower and tools for a tear 
down, if necessary, will deliver the vehicle. 

8.3 Crew Member: A minimum of one (1) crewmember shall remain with the vehicle while 
in the immediate area of inspection. 

8.4 Storage: Any impounded vehicle will be stored, if necessary, at the vehicle owner’s 
expense and risk, although every reasonable precaution will be taken to make sure of the 
vehicle’s safekeeping. The CHCA will assume no responsibility for fire, theft, or damage 
to any racing vehicle at any time. 

8.5 Disqualification: A discovered violation of specification following qualification or the 
race itself will result in disqualification of the vehicle or vehicles in question. If one or 
more vehicles are disqualified, the remaining vehicles will be advanced in the order of 
their finish and will receive the appropriate awards for the position to which they have 
advanced. Disqualified vehicles will not be eligible for any CHCA awards. 
a. Any vehicle disqualified following its qualifying run, may however, participate in 

the final competition on race day and be eligible for all earned awards providing the 
vehicles is then legal.  

However, if qualifying runs are used to determine the starting field, which will 
participate in a division on race day, then these disqualified vehicles may not be 
allowed to further compete. 

9 SECTION 9 – ROOKIE 
 

9.1 Rookie of the Year: The Board of Directors shall select a “Rookie of the Year” in each 
class at the end of the racing season, based upon his/her participation at CHCA events. 

9.2 Rookie School: All first year drivers will be required to attend a “Rookie School”; to be 
conducted by the Chief Steward, Safety Director, Pit Steward, and other interested parties 
of the CHCA. 

9.3 Resume: All first time entrants with CHCA shall provide a racing resume.  They will be 
in a probationary period until such a time the Chief Steward deems them competent to 
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race competitively based on experience and proven skills. 

During this probationary period, the Chief Steward may place restrictions on entrant until 
their abilities have been demonstrated. 

9.4 Junior Class: In the Junior Class there will be no “Rookie of the Year”.  All Junior Class 
competitors will be eligible for “Rookie of the Year” when he/she moves to the upper 
classes, per the Junior Class Rules. 

10 SECTION 10 – RACE OPERATION 
 

10.1 Qualifying: Qualifying time will be the fastest time earned in designated practice 
sessions. 
a. A driver may take only one (1) green flag per run on practice day. At the discretion 

of the Chief Steward (Red Flag Runs) a driver is allowed a clear run. Example: Final 
run of the day, driver would be given a clear track, run first (for single class entry).  

b. In the event of a tie with times for a given run that sets qualifying order, same place 
points will be awarded to all that tied. (I.e. tie for 3rd place, 3rd place points will be 
awarded to both, and the next place points will be 5th). Starting order for Race Day 
will be decided by the next fastest run time. 

c. In the event of a red flag, driver will be restarted from where they were stopped. 

d. Running order may be determined within class by class rep and chief steward.  

10.2 Runs: On race day, a driver is allowed only two (2) timed runs. The only exception 
would be a restart because of a red flag.  Motion passed 21 yes, 12 no. 

a. Each driver will take one (1) green flag per run and a maximum of two (2) runs on 
race day. Once the vehicle crosses the timing light at the start line, it is considered 
to be a start of a run.  Motion passed 21 yes, 12 no. 

b. At the discretion of the Board of Directors, for spectator interest, additional runs 
may be added or deleted. Decision must be made before the first run on race day.  

c. In case of a Red Flag, driver has the option to restart immediately upon returning to 
the start line or when he/she is ready at any time during that same run. The Chief 
Steward may impose a time limit. 

d. In the event of a tie with times for a given run that determines order of finish, same 
place points will be awarded to all that tied. (I.e. tie for 3rd place, 3rd place points 
will be awarded to both, and the next place for points will be 5th.)  

e. On Race Day, no race vehicle will run out of class or out of order without the 
approval of the Chief Steward. 

f. All classes will run slowest to fastest according to qualifying order.  Fast Qualifier 
has choice of running 1st or last. Same position both runs.   

g. Splits will be used at all CHCA races, unless course is continuous.  
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10.3 Flags: 
a. Red Flag - Stop immediately; do not proceed uphill or downhill unless instructed by 

a race official.  
b. Green Flag - Begin run, course is clear.  

c. Yellow Flag - Use caution, road is open, proceed with caution past incident then 
resume racing, may also be a road hazard, weather, etc.   

d. Checkered Flag - Run is complete, shutdown as soon as possible. 
10.4 Rolling Starts: 

a. A rolling start will be used for all Divisions.   
b. The driver cannot get on the throttle until the official starter drops the green flag.  

c. The Start line Official will impose any time penalty or disqualification after they 
have contacted the Chief Steward of the infraction. 

11 SECTION 11 – ENACTING RULES 
 

11.1 Enacting General Rules: The previous year’s members from the previous season will 
vote upon all General Rules for the new racing session.  General rules will be proposed 
and voted on at a special meeting called for that purpose.  One proxy vote allowed per 
member.   

11.2 Enacting Vehicle Construction Rules: Vehicle Construction Rules  
will be voted upon by the previous year’s participating owner’s whether in person or by 
proxy. One vote per vehicle. (See Article XIII) 

12 SECTION 12 – MECHANICS RACE  
 

12.1 General: No vehicle is allowed to enter the Mechanics Race unless the vehicle is entered 
in the main event. 
a. Each vehicle entered in the Mechanics Race is allowed one timed run per driver. 

b. Any driver who drove in competition that day is not allowed to drive that same 
vehicle in the Mechanics Race. 

c. Any competitor in the Mechanics Race who has raced any class of CHCA within the 
previous five (5) years is ineligible for Mechanic Race awards.  

d. No driver entered in the Mechanics Race is allowed to drive a vehicle for the purpose 
of practice during the regular Practice/Qualifying runs. If Mechanic Race entry 
drivers do a change of drivers with CHCA and make a practice run, this will 
disqualify this driver from competing for trophies in the Mechanic Race. 
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13 SECTION 13 - GENERAL CAR/TRUCK CONSTRUCTION RULES 
 

13.1 Steering Wheel Padding: Steering wheel hubs in all race vehicles must be padded 
with a resilient material. All steering wheels must be quick release and subject to 
approval of the Technical Committee. 

13.2 Fire Extinguishers: Every entrant must have in his/her possession in the pit area a 
fully charged fire extinguisher of five (5) pound minimum capacity. 

13.3  Safety Belts and Shoulder Harnesses: All vehicles (except Quads) shall be fit with a 
minimum five point safety harness meeting SFI 16.1, SFI 16.5 or FIA 8853/98 
certification. The belt set must clearly display on at least one belt this certification, date 
of manufacture of the expiration date given by the manufacturer. Should belts display 
both, the latest expiration date shall prevail. Belts may be re-webbed so long as they are 
fit with new expiration or manufacturing dates. All belts must be in good condition and 
working order at all times. The tech inspector may deny the use of belts not in 
compliance. 

13.4 Ignition: All racing vehicles must be equipped with an ignition switch or emergency 
cut off that is located within easy reach of the driver while he/she is securely fastened in 
his/her safety harness. Such ignition switch or emergency cut off shall be encircled in red 
and clearly labeled for the “ON” and “OFF” positions. 

13.5 Suspension Parts: All suspension parts and steering parts must be keyed, safety wired, 
nylocked, oval nut (top lock), or double nutted. 

13.6 Scatter Shields: Each vehicle with a manual clutch must have a CHCA approved 360-
degree scatter shield. All clutch and flywheel assemblies must be SEMA or CHCA 
approved. (Must be verifiable by the Technical Committee.) 

13.7 Throttle Return Springs: All vehicles, regardless of class, must have two (2) throttle 
return springs. 

13.8 Throttles: Each vehicle regardless of class must have a foot throttle, incorporating 
positive acting return springs attached directly to the carburetor throttle arm, and must be 
used to keep the linkage from passing over center and sticking in an open position. Some 
means of manually returning the throttle to a closed position by use of the foot must be 
installed on all altered linkage systems, in addition to return springs. On cable type 
linkages, the cable must be encased to ensure push-pull action. Any unused linkage needs 
to be cut or removed. 

13.9 Vehicle Incidents: All race vehicles involved in an incident (crash), during an event, 
will be re-teched before it is eligible to compete in either the same event or the next.  
After an incident, it is the drivers’ responsibility to check with the tech director for a re-
tech on any mechanical and safety issues. 
13.9.1 Safety Director must fill out Incident Report Form (Insurance) on each and 

every incident at an event. A copy of the incident report form will be provided to 
the Secretary for permanent record no later than twenty-four (24) hours following 
the event. 

13.10 Safety Nets/Arm Restraints: Safety Nets and/or Arm Restraints are mandatory in all 
vehicles. See class rules for specifications. 
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13.11 Seats Metal seats only! Exceptions to be determined by the Technical  Director. Specs 
must be provided to Technical Director if metal is not used. 

13.11.1 All seats must be securely mounted to vehicle.  
13.11.2 If no built in headrest in the seat, then headrest needs to be attached to roll cage. 

Headrest needs to be relatively close to head, up against helmet when sitting in car. 

13.12 Wheelbase: All classes that weigh must display wheelbase and minimum weight on 
vehicle that is visible when pulling on scales. If motor changes, it is the driver’s 
responsibility to change minimum weight on vehicle. 

13.13 Batteries: All liquid lead acid type batteries shall be enclosed in a marine type leak 
proof container, and all batteries shall be securely attached to the primary structure of the 
vehicle. All containers and attachments of batteries are subject to approval by the 
Technical Director. Gel cells are exempt from enclosed container. The positive terminal 
must be insulated on all vehicles. 

13.14 Drive shafts: All vehicles shall be equipped with a driveshaft retainer. The retainer 
must be fastened to the roll cage or cross member in a secure manner. It must be forward 
to the centerline of the driveshaft. Minimum dimensions shall be: Two (2) inches in 
width one-fourth (1/4) inch thick steel or equivalent, the retainer must encircle the 
driveshaft a complete three hundred sixty degrees (360). 

13.15 Awards:  The CHCA will award as prize money at least 80% of the net gate and be 
split among the classes evenly. In each class, distribution of prize money will be 
determined by class payoff rules. If expenses are not covered by gate receipts, the excess 
expenses will be divided by the total number of entries and divided equally. $15.00 out of 
each entry will go to the first five fastest drivers on race day. To be split as follows:  

1st 30% 
2nd 25% 
3rd 20% 
4th 15% 
5th 10% 

 
a. To be eligible for any award or money the race vehicle must take a checkered flag. 

b. Contingencies: Additional cash awards and/or merchandise may be offered by 
participating companies that are contingent upon use of their product and/or the 
display of their decals and/or signing of advertising release.  

c. Presentation:  Prize money will be presented to the winning owners within twenty one 
(21) days after the completion of the event, barring protests.  Competitors must 
compete in fifty percent (50%) of events each year to be eligible for year end awards 
with the exception of Record Time awards. 

d. Owner’s Points: On or before end of year, after all bills are paid, all monies minus 
$1000 for CHCA general fund shall be paid back to the car owners in a points fund. 
Total fund divided by total points to arrive at what each point is worth then multiplied 
by points attained.  Minimum $10.00 check, under $10.00 check, money goes back to 
CHCA general fund.    
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13.16 Glass on Vehicle:  Any glass on a vehicle that is not laminated or Lexan must be 
totally taped 100% to keep in one piece.  Headlights, taillights and mirrors included. 

13.17 Helmets:   All competing drivers and accompanying passengers must wear safety 
helmets in good condition and deemed safe by the Tech Director. All helmets must be 
Snell 2000 SA rated equivalent or newer. Quad riders will follow rule 807 A in their class 
rules. 

13.18 Entry Fees:  All entry fees will be voted on by vehicle owners only. 
13.19 Class: Minimum of three vehicles to make a class.  If less than three vehicles are 

entered those vehicles will be added to the Open Comp Class.  These vehicles will 
receive points, money and trophies in Open Comp Class only.  Vehicle must be legal for 
original class.    

13.20 Driver’s Points: Drivers shall receive points for driving only, with bonus points of ten 
(10) for taking a green flag at all events, in the same class. 
13.20.1 To be eligible for points, a vehicle must take a checkered flag under its own 
power. 
13.20.2 Did Not Finish (DNF): If not enough vehicles take a checkered flag on race 

day to award all twenty-four (24) places, then the remaining places will be awarded 
as the vehicles finished farthest up the race course. The Safety Director will provide 
a statement as to the placements of DNFs to the Timing Director for permanent 
record.  Any race vehicle or driver receiving assistance from a safety worker 
constitutes a DNF at that location on the racecourse. 

Points System: 

Qualifying Race Day 
Position Points Position Points 
1  10 1 41 
2  9 2 35 
3  8 3 30 
4  7 4 25 
5  6 5 20 
6  5 6 19 
7  4 7 18 
8  3 8 17 
9  2 9 16 
10  1 10 15 
11 and on  1 11 14 
  12 13 
  13 12 
  14 11 
  15 10 
  16 9 
  17 8 
  18 7 
  19 6 
  20 5 
  21 4 
  22 3 
  23 2 
  24 1 

All competitors will receive a minimum of one (1) point for qualifying and/or race day. 

13.21  Weighing of Cars:  
13.21.1           In cases where the scales are at the start line and a vehicle is selected for 
re-weighing, the vehicle must make its minimum weight without any addition of fuel, etc. 
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If conditions, weather, dust, etc. determine pumping is inappropriate; the engines can be 
tagged until pumping can be completed. 

13.21.2 Any car that finishes in the top half of the field may be pumped. A 
unanimous vote of those being pumped could eliminate the pumping procedure. The 
alternate must also vote. The Chief Steward can require that these cars will be pumped, 
regardless of the vote. 

13.21.3 At events with the scales at the Start-Line, a random drawing of a 
finishing position will be held to identify a car for re-weighing. 

13.21.4            If a record is set (qualifying or race day), that car will be re-weighed (if 
required), re-teched, and the engine pumped, to verify, engine size, at the end of the 
event. 

13.21.5           Any record set will not be recognized unless the record setting vehicle 
meets 13.21.5 in its entirety. 

13.21.6           All vehicles that weigh must make their minimum weight at the finish 
line. 

 

13.22   Roll cage requirements, all classes.  All vehicles must incorporate the use of a roll 
cage. The roll cage must be designed to with stand compression forces which may result 
from the weight of the vehicle coming down on the roll cage structure, and take fore and aft 
loads which may result from the vehicle skidding along the ground on the roll cage. The 
roll cages must be contained entirely within the body compartment. 

13.22.1            Basic Design Construction: The main roll cage hoop must extend the 
full width of the competitor compartment and must be a minimum of two (2) inches 
above, and not more than ten (10) inches behind the top of the competitor's helmet 
when sitting in the normal position (all vehicles except open wheel and mini-sprint see 
Open Wheel and Mini- Sprint Rules). 

13.22.2            Material: The roll cage must be constructed of SAE 4130 steel tubing, 
mild steel tubing or 6061-T6 aluminum. It will be the responsibility of the vehicle 
owner to provide documentation as to the specifications of the material used if 
requested. The roll cage must be gusseted in all four corners. It is recommended that all 
gussets be made of seamless tubing thereby eliminating any sharp edges which might 
endanger the competitor in the event of a roll-over. Rear bracing struts are to be 
incorporated into the construction of the roll cage, for the purpose of determining 
tubing sizes, the vehicle weight is without competitor. The minimum size of tubing 
shall be determined as follows: Vehicle Weight Roll Cage 

Weight Mild Steel / Alloy Steel / Aluminum 6061T6 
Under 1000 lbs 1.375x.090 / 1.250x.095 / 1.500x.125 
1001 - 2000 lbs 1.500x.090 / 1.375x.095 / 1.500x.188 
2001 - 3000 lbs 1.500x.120 / 1.500x.095 / 1.625x.188 
3001 - 4000 lbs 1.750x.120 / 1.625x.095 / 1.750x.188 
Over 4000 lbs 2.000x.120 / 1.750x.095 / 2.000x.188 
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13.23  Vehicle Appearance: All vehicles must have a neat and clean appearance. Any 
vehicle, which by its appearance, detracts from the character of the program, shall be 
excluded from the event at the discretion of the Chief Steward. 
13.24  Right to Protest: The right to protest lies only with the vehicle owner and/or the 

driver. 

13.24.1 Lodging of Protest and Protest Fees: Protests shall be in writing and 
accompanied by the prescribed protest fee of $150.00 per item. The protest shall 
clearly state the subject or action being protested, as well as the reason(s) for the 
protest. The protest fee shall be returned if the protest is deemed well grounded by 
the Chief Steward and/or the Technical Director. 

If found legal, $100.00 per item protested will go to the protested entry, $50.00 will 
go to the CHCA Operating Capitol. If found illegal, the protest fee will be returned 
in full. 

If engine tear down is involved in protest, a protest fee of $250.00 will be required 
with that difference from the normal fee being awarded to the protested entry if 
found legal. If found illegal, that difference will be returned to the protesting entry. 
Sportsman Class is exempt from Rule 13.24.1. 

13.24.2 To Whom Protests Shall Be Addressed: Protests arising out of a competition 
shall be addressed to the Chief Steward, Pit Steward, and/or Technical Director. 

13.24.3 Time Limit for Protests: Protests shall be posted within thirty (30) minutes after 
the last vehicle in that class crosses the finish line. 

13.25 General: Each race vehicle must have a registered competition number within its 
division that is separate and distinct numerals. Numbers are purchased each year from 
the CHCA Secretary for ten ($10.00) dollars. If a number is purchased in one division 
and then the driver switches to another division, a new number must be purchased 
with another ten ($10.00) dollars. 

13.25.1 The number “1" will be reserved for the previous year’s Points Champion in 
each division. 

13.25.2 The assigned number is not transferable outside the division or to another 
owner. 

13.25.3 Anyone who raced the previous year has the opportunity to buy their number 
before March 1st.After that the number is available to the first race vehicle owner 
that purchases it, with the exception of lifetime numbers, retired numbers and the 
number “1”. 

13.25.4 Lifetime numbers may be purchased for a fee of $50.00. If lifetime number is 
not used for two (2) consecutive years, any interested vehicle owner may then 
approach the CHCA Board of Directors to receive permission to buy said number 
until the lifetime owner of said number resumes racing. Owner of Lifetime number 
that is not in good standings with CHCA, that number is up for review by CHCA’s 
Board of Directors. Lifetime numbers are to be purchased by division. Owners can 
only buy Lifetime number in the division they are currently racing in. Lifetime 
numbers issued before 1992 will become Lifetime Numbers in both divisions. 
Owners of Lifetime Numbers: 
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CHAMPIONSHIP DIVISION 
#27 Brian Hardman  
#59 Butch Hardman 

COMPETITION TRUCK DIVISION 
#3 Jim Keeney 

OPEN WHEEL DIVISION 
#3 Danny Arant 
#4 BPR Racing 
#7 John Wells 
#11 Dave Wood 
#13 Paul Shaver 
#16 J. Yost/W. Zwetsch 
#17 J. Yost/W. Zwetsch 
#38 Todd Clark 
#44 Jimmy Olson 
#53 Gene Pacheco 
#59 Butch Hardman 
#73 Cricket Buckley 
#76 Bertie Blanot 
#88 George Crater 

QUAD DIVISION 
#2 Ray Storm 
#7 David Snodgrass 
#22 Randy Marshall  
#23 Sam White 
#55 Carl “Rink” Smith 

RALLY DIVISION 
#11 Jeff Zwart 
#37 Jeff Regester 

SPORTSMAN DIVISION 
#4 Danny Bartley 
#5 Roger Warden 
#15 Harry Wichman 
#18 Leonard Vahsholtz 
#16 Eddy Seitenbecher 
#17 Jim Ford 
#20 Gay Smith  
#27 Dick Foltz (Art Koch) 
#44 A. J. Palmer 
#49 Dave Ferguson 
#55 Michael Eggers 
#57 Rick Hart 
#61 Patrick Melvin 
#62 Frank Peterson 
#84 Joel Newcomer 
#94 Jeff Kosley 

STOCK CAR DIVISION 
#5 Roger Warden 
#15 Harry Wichman 
#16 Eddy Seitenbecher 
#18 Leonard Vahsholtz 
#20 Gay Smith 
#27 Dick Foltz (Art Koch) 
#49 Bob Nankivell 
#57 Rick Hart 
#62 Frank Peterson 
#76 Brad Craig 
#84 Joel Newcomer 
#94 Jeff Kosley 

SUPER SPRINT DIVISION 
#7 John Wells 
#4 Todd Cook 
#8 Ron Powers 
#12 Dave Wood 
#13 Vicki Keeney 
#16 Thelma Brazier 
#38  Robert Barnsbee 
 

SUPER STOCK TRUCK DIVISION 
#26 David Schmidt 
#37 Cody Finn-Kueker 
#54 Don McCarl 

 

 

13.25.5 Retired Numbers: The number 70 is permanently retired from the Open Wheel 
Division in memory and honor of Bobby Donner III.  The number 88 is 
permanently retired from the Stock Car Division in honor of Frank Crater. 
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100 STOCK CAR CLASS CONSTRUCTION RULES 
 

100 Eligible Models 
A. CHCA sanctioned Stock Car events are limited to American manufactured passenger 

cars, as listed in the N.A.D.A. BOOK.  
B. Models are limited to hardtop, two or four door sedans designed to carry four or more 

passengers. Roadsters, jeeps, taxis, station wagons, and trucks are not eligible.  
C. The car must be advertised and marketed through regular channels and approved for 

competition by the CHCA.  
D. Models, optional engines, parts, and equipment must be made available to 500 cars 

prior to the first race. Sources of this availability must be made available to the CHCA. 

101 Engines 
A. Engines must be manufactured or otherwise commercially offered by the same 

corporation producing the car.   

B. Engines shall be the internal combustion, reciprocating piston type, designed to operate 
on fuel designated as Automotive-grade gasoline.   

C. The following characteristics of the cylinder block may not be changed; numbers of 
cylinders, number of main bearings, and location of camshaft and overall configuration. 
The following characteristics of the cylinder heads may not be changed; number of 
valves limited to one (1) intake and one (1) exhaust valve per cylinder, types of 
combustion chamber, location of spark plugs, arrangements of valves, types of valve 
actuation, number of intake ports, and number of exhaust ports.   

D. Engine and internal engine parts and related hardware must be generally similar in 
design and configuration to that of standard production components.   

E. The engine in vehicles with transverse design may be moved a maximum of one and a 
half (1 ½) inches in any direction. If a V-8 or V-6 engine is utilized with rear wheel 
drive, it may have a four (4) inch set back measured from the farthest forward spark 
plug in line with the spindle centerline, wheels pointed straight, plus two (2) inches.  

F. Engine oil coolers may be used. The installation must be approved by the CHCA.  
G. Oversized oil pans are optional. 

102 Car Sizes 
A. The wheelbase shall be within one (1) inch of manufactured dimensions of body 

represented. Minimum wheelbase is ninety-nine (99) inches.  
B. The weight of the car including fuel, oil, water, and the driver shall be determined by 

the following chart:  
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WEIGHT CHART 
FRAME/SUSPENSION WEIGHT PER CUBIC INCH 

TYPE/WHEELBASE 
Stock frame/suspension 7 ½ lbs. 

Wheelbase 99 inches to 105 inches 
Stock frame/suspension 7 lbs. 

Wheelbase 105 inches and above 
Custom frame and/or suspensions 8 lbs. 

Wheelbase 99 inches to 105 inches 
Custom frame and/or suspension 7½ lbs. 

Wheelbase 105 inches and above 
C. The weight of the car including fuel, oil, water, and the driver must be a minimum of 

2,200 pounds. 

103 Car Construction 
A. Original dimension of all bodies must remain as manufactured using metal or non-

metal body panels from engine firewall to rear of car, except some modification for tire 
clearance, which is limited to fender opening for tire clearance, can not extend above 
stock fender line. Fiberglass front fenders and hoods are permitted with stock-appearing 
grills and nosepiece. One piece front ends are acceptable, hoods need not be removable. 

B. Cars must have complete bodies, hoods, fenders, bumpers, and grills, all in acceptable 
condition.  

C. Cars must remain standard in appearance. Streamlining is not permitted. 

D. Hoods must remain in original locked position and closed. All hoods must have 
positive-type fasteners at the right front and left front. Scoops allowed up to five (5) 
inches. Hood and/or scoop must cover air inlet. 

E. Fenders shall not be cut or altered except for wheel or tire clearance. 

F. Any ballast weight must be located within the body shell and securely fastened. 
G. All vehicles must have floorboards or underpans beneath the body (including legs and 

feet) of the driver with a minimum of .125 thickness aluminum, steel .0625. The 
Technical Director must approve all other material. 

H. A firewall properly secured and installed of not less than twenty (20) gauge thickness 
metal shall separate the trunk and engine compartment from the driver’s compartment. 

I. Only metal or approved composite seats are allowed.  Installation and structure are 
subject to approval of the Technical committee. 

J. Frames must be constructed of steel and are open in design. 
K. Any drive axle is permitted. 

L. The Technical Committee will enforce and police all bodylines. 

M. Aerodynamic wings, ground effects, and spoilers (other than stock) are explicitly and 
implicitly prohibited. It is our intention to not allow any device that will put down force 
on the vehicle. Flat bottoms and belly pans prohibited. 
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104 Transmission 
A. A 360-degree bracket of not less than two (2) inches in width and one- fourth (¼) inch 

thick steel, shall be placed around the drive shaft, forward of its centerline. It shall be 
fastened to the floor or cross member of the car to prevent the drive shaft from falling 
to the ground or entered the inside of the car.   

B. Transmissions must be bolted to the engine in stock locations. 

105 Suspension 
A. Electrical or hydraulic weight-shifting devices are not permitted.   

B. No driver operated four-wheel steering.  
C. No electronic traction control device.  

106 Shock Absorbers 
A. One (1) shock absorber per wheel. 

107 Brake And Hub Assemblies 
A. Open in design.  

108 Wheels 
A. The number of allowable wheels is restricted to two (2) front and two (2) rear. 

B. Wheels may be reinforced. 
C. The wheel rim width shall not exceed twelve (12) inches. 

D. Aluminum, steel, and carbon fiber only. 

109 Tires 
A. Any tire available to all participants through regular channels or racing outlets is 

permitted. 

B. Retreads will be permitted if approved by the CHCA. 
C. Maximum tread width twelve and a half (12 ½) inches. 

110 Fuel Systems 
A. The maximum capacity of the fuel cell shall be twenty-two (22) gallons. Violations of 

this specification can result in disqualification of the vehicle. 

B. Electric fuel pumps are permitted, but they must be connected to the master switch.  

C. Fuel cells are mandatory. 
D. All fuel cells must have approved venting system. 

E. Skid plate must be at least twenty (20) gauge thickness metal. 

111 Carburetion 
A. Fuel injectors are not permitted in any form. Normally aspirated carburetion only 
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112 Cooling System 
A. Open. 

113 Electrical System 
A. Batteries must be installed in a safe manner and covered to prevent spillage. 

B. The self-starter must be in working order and all cars must be able to start under their 
own power. 

C. Gel cell battery must have terminals covered. 

D. No electronic data acquisition equipment outside of engine tachometer and O2 sensor 
playback. 

114 Exhaust System 
A. Exhaust pipes shall extend past the driver if they are underneath the car. If they exit the 

side of the car, they must extend to the front of the driver’s seat. 

B. No exposed exhaust systems will be permitted within the driver’s compartment. 

115 Glass 
A. The full windshield shall be in good condition. 
B. The rear window is required. 

C. Headlights and taillights shall be removed if glass. 
D. Lexan polycarbonate or equal may be substituted for glass. A minimum thickness of 

three-sixteenths (3/16) inch in front and one-eighth (1/8) inch rear is required. 

116 Roll Bars 
A. A steel four-post roll cage is mandatory.   

B. Outside diameter of the roll bar must be at least one and one-half  (1 ½) inches 
diameter, with a wall thickness of at least 120 (mild steel) or its equivalent.  

C. At least three (3) sidebars shall be used on driver’s (left) side, with two (2) on the 
passenger (right) side. Frame rail does not count as a side bar. Driver sidebars must be 
horizontal to earth.   

D. A top bar from the front to back in roof will be required. 

If car with composite roof is used, then an overpan of not less than twenty-two (22) 
gauge metal must be fastened securely to roll cage above driver’s seat.  

E. Gusseting is required at the four (4) corners of the cage as well as where the four (4) 
posts are mounted to the frame.   

F. Except where forward or side vision is affected, any portion of the roll structure which 
might be contacted by the driver’s helmet shall be covered with energy absorbing 
material (high density) to a minimum thickness of one-half (½) inch. Protective 
wrapping must cover the energy absorbing material. (Styrofoam and ensolite are 
examples of energy absorbing padding).   
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G. The Technical Committee will inspect interior sheet metal in the driver’s compartment 
for safety and clearance for removing an injured driver. (CHCA recommends a 
minimum of twelve (12) inches of the right side clearance).  

H. Height of Roll Cage in accordance to the driver’s helmet is to be: Two  
(2) inches from top of helmet to top of roll bar for all classes. 

117 Fuels And Lubricants 
A. Pump gasoline, accepted racing fuels, compressed natural gas, and/or alcohol only shall 

be used for fuel. No nitozene-bearing additives or materials are permitted. 

B. Any engine oil, transmission, or rear-end lubricant may be used. 
C. Dry sump tanks must be shielded from the driver and approved by the Technical 

Committee. 

118 Car Numbers And Names 
A. The assigned competition number shall be displayed on both sides of the car, as well as 

on the roof or trunk, in readable numbers at least (13) inches in height.  

B. Slogans, designs, or advertising on the car must be appropriate and acceptable to the 
CHCA. 

119 Weighing Of Cars 
A. Scales  

1. At least one (1) day prior to practice day of any sanctioned event, the CHCA shall 
make known to all competitors the location of the scales to be used for the 
particular event. 

2. Only the CHCA designated scales will be considered official. 

3. The official scales will be available to all competitors during a prescribed time on 
both practice and race days. 

B. Cars to be weighed 
1. At the discretion of the Chief Steward, cars will be weighed every run and must 

be legal at the scale location. 

2. Any car that fails to arrive at the scales, baring unforeseen circumstances, shall 
automatically be disqualified for that run. 

C. Procedure for Weighing  

1.   In cases where the scales are at the start line and a vehicle is selected for re-
weighing, the vehicle must make its minimum weight without any addition of 
fuel, etc. 

D. If conditions, weather, dust, etc. determine pumping is inappropriate; the engines can 
be tagged until pumping can be completed. 

E. Any car that finishes in the top half of the field may be pumped. A unanimous vote of 
those being pumped could eliminate the pumping procedure. The alternate must also 
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vote The Chief Steward can require that these cars will be pumped, regardless of the 
vote. 

F. At events with the scales at the Start-Line, a random drawing of a finishing position 
will be held to identify a car for re-weighing. 

G. If a record is set (qualifying or race day), that car will be re-weighed. 

120 Magnetic Particle Inspection 
A. CHCA recommends magnafluxing of front-end parts. 

121 Entry Fees 
A. The Stock Car Class entry fee will be $175.00.  

122 Prize Money 
A. Paid to top half of entries and must take a checkered flag on race day. 

123 Fire Extinguishers 
A. Every entrant must have in his/her possession in the pit area a fully charged fire 

extinguisher of five (5) pounds capacity.  

B. An operational fire extinguisher(s) with a total minimum of five (5) pounds shall be 
mounted in or on each race vehicle and shall be located within easy reach of the driver 
while he/she is securely fastened in his/her safety harness. 

124 Safety Nets 
A. Any vehicle using safety nets must have netting attached to the frame of the vehicle by 

either two (2) seat belt style clasps, or with a solid steel type rod of a minimum ½-inch 
diameter with a protrusion at the rear of a minimum three (3) inches.  

B. Nets must be installed in a proper manner at the discretion of the Technical Director.  

C. All vehicles must use safety net and/or arm restraints, at the discretion of the Technical 
Director. 
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200 SPORTSMAN CLASS CONSTRUCTION RULES 
200 Eligible Models 

A. CHCA sanctioned Sportsman events are limited to American manufactured passenger 
cars with production dates form 1955 and newer with a 105 inch minimum wheelbase 
plus or minus a one (1) inch deviation from original equipment. 

B. Chassis and bodies are limited to hardtop; two or four door sedans designed to carry four 
or more people. Roadsters, jeeps, taxis, station wagons, trucks, and four wheel drive 
vehicles are not eligible. 

C. The car must be advertised and  marketed through regular channels and approved for 
competition by the CHCA. 

D. Models, optional engines, parts, and equipment must be made available to 500 cars prior 
to the first race. Source of this availability must be made available to the CHCA. 

201 Engines 
A. OEM (original equipment manufactured) cast iron blocks only.   

B. OEM cast iron heads only.  

C. Cast iron or aluminum intake manifolds of a one-piece casting design are permitted.   
D. V-8 engines only.  

E. Stock type distributors only. No Magnetos.  
F. No roller cams, mushroom lifters, or any type of oversized lifters.   

G. No dry sump oil systems, OEM style pumps only.   
H. The V-8 engine shall not be mounted farther back than the farthest forward spark plug 

in line with the upper ball joint, or the centerline of a strut plus or minus one (1) inch. 

I. Engine oil coolers may be used. 

J. No grinding or smoothing of exterior of cylinder heads or block.  Casting numbers must 
be untouched. 

202 Car Sizes 
A. The wheelbase shall be within one (1) inch of original manufactured dimensions.   

B. The weight of the car including fuel, oil, water, and the driver shall be at least nine (9) 
pounds per cubic inch of displacement.   

C. The car must have fifty percent (50%) of the minimum weight on the front wheels with 
driver in normal seated position.  

D. The weight of the car including fuel, oil, water, and the driver must be a minimum of 
3000 pounds. 

203 Car Construction 
A. Original dimensions of all bodies must remain as manufactured using stock appearing 

body panels from front to rear of car, except some modifications for tire clearance, 
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which is limited to the fender opening which cannot be extended above the stock fender 
line. No one-piece front ends permitted. When non-metal roofs are utilized, a twenty 
(20) gauge steel or equivalent strength roll cage roof overpan must be installed. When 
non-metal doors are utilized, a twenty- (20) gauge steel or equivalent strength inner 
door panel must be installed on driver’s side of car.   

B. Cars must have complete bodies, hoods, fenders, bumpers, and grills all in acceptable 
condition.  

C. Cars must remain standard in appearance. Streamlining is not permitted.   
D. Hoods must remain in original locked position and closed. All hoods must have 

positive type fasteners at the right front and left front. Aftermarket fiberglass, plastic, or 
aluminum hoods with a maximum of five (5) inch scoop are allowed.  

E. Any ballast weight must be located within the body shell and securely fastened. Car 
number must be on all ballast weight in car.   

F. The stock floor pan or minimum eighteen (18) gauge steel with all holes filled is 
required with driver’s compartment.   

G. All doors must be fastened in an approved manner. Doors shall be bolted with not less 
than two (2) 3/8 inch bolts or the equivalent, per door.  

H. A firewall properly secured and installed of not less than twenty (20) gauge metal 
thickness shall separate the trunk and engine compartments from the driver’s 
compartment. All holes in the firewall shall be covered.   

I. OEM frames may be altered in the front only. If alterations are made in front of any 
suspension or steering mounts and the rear of the frame only behind any suspension 
mounts.  

J. Stock type rear ends only. No quick change rear ends.  

K. No lightweight drive shafts allowed must be steel.   

L. An operational fire extinguisher(s) with a total minimum weight of five (5) pounds 
shall be mounted in car and shall be located within each reach of the driver while 
he/she is securely fastened in his/her safety harness. Onboard style fire system 
recommended. 

204 Transmission 
A. A 360-degree steel bracket, of not less than two (2) inches in width and ¼ inch 

thickness, shall be placed around the drive shaft, forward of its centerline. It shall be 
fastened to the floor or cross member of the car to prevent the drive shaft from falling 
to the ground or entering the inside of the car.  

B. Transmissions must be bolted to the engine in stock locations, and must be original 
equipment manufactured (OEM) transmissions. 
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205 Suspension 
A. Stock OEM suspension and chassis only, no alterations permitted to any parts. May 

reinforce for strength purposes only. 
B. Suspension must mount in stock location plus or minus one (1) inch. 

C. No weight jacks or wedge bolts allowed. 
D. Stock type sway bars only, may be heavy duty. 

E. OEM suspension must remain same type for chassis claimed coil-to-coil, leaf-to-leaf, 
strut-to-strut, etc. 

F. May use tubular upper control arms. Must mount in stock location using stock type ball 
joint and must be non-adjustable. 

206 Steering 
A. Steering quickener permitted. 

B. OEM steering boxes/racks must mount in OEM location. OEM steering component 
only. 

C. All steering shafts must have a u-joint in the middle of the shaft or have a collapsible 
shaft. 

207 Shock Absorbers 
A. Shocks will be mounted in stock location.   

B. Only one (1) shock per wheel.  

C. Heavy-duty shocks may be used if they are similar to original equipment. 

D. Shock ends must be mounted in rubber or neoprene. No heim end shocks allowed. No 
interchangeable-end shocks allowed. 

208 Brake and Hub Assemblies 
A. Stock type interchangeable brake assemblies must be used as well as brake linings.  
B. No type of racing or lightweight calipers, rotors, spindles, or hub assemblies is 

permitted. OEM parts only.   
C. Brakes may be cooled by venting forced air.   

D. May use dual master cylinder 

E. No rear wheel disc brakes allowed. 

F. No drilled or slotted rotars of any kind allowed. 

209 Wheels 
A. The number of allowable wheels is restricted to two (2) front and two (2) rear wheels.  

B. The wheel rim width shall not exceed ten (10) inches.   
C. The diameter of the wheels shall be thirteen (13), fourteen (14), or fifteen (15) inches. 

No wide five (5) wheels permitted. 
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D. Steel and/or aluminum wheels only. 

210 Tires 
A. Department of Transportation (DOT) approved tires only will be used.   
B. Maximum tread width is eleven and one half (11 ½) inches. 

C. Retreads will be permitted if approved by the CHCA Sportsman Class Majority.   

D. All retreads must have a DOT carcass and tread.   

E. No studs or metal traction devices can be used. 

F. The outside edge of the tire tread at the top may be no more than one (1) inch outside 
the fender well or flare to include front and rear tires on both sides. 

211 Fuel System 
A. Electric fuel pumps are permitted, but they must be connected through the master 

switch. 
B. Fuel cells are mandatory. 

C. All fuel cells must have a check valve vent system. 
D. All cars must have a metal skid plate under fuel cell of minimum twenty (20) gauge 

thickness. 

212 Carburetion 
A. Single Holley 4412 two-barrel carburetor will be used. No modifications are allowed 

except removal of the choke plate. 

B. Fuel injections are not permitted in any form. Normally aspirated carburetion only. 

213 Cooling Systems 
A. The radiator must mount in front of the engine. 

214 Electrical Systems 
A. Batteries must be installed in a safe manner and covered to prevent spillage.   
B. The self-starter must be in working order and all cars must be able to start under their 

own power.  
C. The master switch will be mounted in left front of driver’s compartment, within reach 

of driver with seatbelt fastened. Master switch must cut all accessories. 

D. Gel cells must have positive terminals covered. 

215 Exhaust Systems 
A. Exhaust pipes shall extend past the driver if they are underneath the car. If they exit the 

side of the car, they must extend to the driver’s seat.   
B. No exposed exhaust systems will be permitted within the driver’s compartment. 

C. Headers of any type may be used. 
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216 Glass 
A. The full windshield is required and must be in good condition.   

B. Rear window is required.  
C. Headlights and taillights shall be removed and openings covered with either metal or 

screening, unless Lexan® or plastic.  
D. Lean polycarbonate or equal must be substituted for glass. A minimum thickness of 

three-sixteenth (3/16) inch in front and one-eighth (1/8) inch rear is required. No 
Plexiglas allowed. 

217 Roll Bars 
A. A steel four-post cage is mandatory. All roll cage material must be steel. 

B. Outside diameter of the roll bar must be at least one and half (1 ½) inches, with the 
thickness of at least .090 inch.  

C. At least three (3) horizontal sidebars shall be used on the driver’s side, with at least two 
(2) horizontal bars on the other side.  

D. A top bar from the front to back in roof will be required.   
E. Two (2) fore-aft braces made of steel tubing at least equal to that required for the main 

loop are required. The fore and aft bracing must be attached as near as possible to the 
main hoop, but not more than six (6) inches below the top of the hoop, and at an incline 
angle of at least thirty (30) degrees.  

F. All roll cages must be contained within the driver’s compartment.   

G. Gusseting is required at the four (4) corners of the cage, as well as where the four (4) 
posts are mounted to the frame.   

H. Roll bar shall be padded with Energy Absorbent Material and shall be securely fastened 
from the bottom of the left side to the center of the top of the cage.   

I. A wing window support bar must be welded to the cage on the driver’s side.   
J. All cars must have two (2) roll bars extending from the main cage forward to the front 

of the frame, and welded in place. Bars must be in front of all suspension mounts, and 
must be a minimum of one and half (1 ½) inch .090 steel tubing. Bars in front must be 
connected to each other in same way.   

K. All drivers must have a minimum of two (2) inches above the top of the helmet to the 
top of the roll cage.  

L. All cars must have a driver side window net securely attached to the frame or roll cage 
with two (2) seat belt style clasps, or with one (1) seat belt clasp and a steel rod 
minimum ½ inch diameter with a protrusion to the rear of a minimum of three (3) 
inches. 
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218 Fuels and Lubricants 
A. Pump gasoline or racing gasoline only.   

B. No alcohol allowed.  
C. No nitrogen or oxygen bearing additives or materials permitted. 

219 Car Numbers and Names 
A. The assigned competition number shall be displayed on both sides of the car as well as 

the top or the trunk, in readable numbers at least thirteen (13) inches in height. The 
Sportsman car will be required to have an “s” after the number. 

B. Slogans, designs, or advertising on the car must be appropriate and acceptable to the 
CHCA. 

220 Weighing of Cars 
A. Scales 

A. At least one (1) day prior to practice day of any sanctioned event, the CHCA shall 
make known to all competitors the location of the scales to be used for the 
particular event.  

B. Only the CHCA designated scales will be considered official.  

C. The official scales will be available to all competitors during a prescribed time on 
both practice and race days.  

B. Cars to be Weighed.  

A. At the discretion of the Chief Steward, following its qualifying 
run, each car may be weighed. Under proper supervision, the car 
will be taken directly to the scales for weighing.  

B. All Sportsman cars to be weighed on race day.   

C. Any car that fails to arrive at the scales within the allotted time 
following qualifications or the race, barring unforeseen 
circumstances, shall automatically be disqualified.  

D.  Any car setting a record must be re-weighed and motor pumped 
after completion of record run. 

E. All cars must weigh legal at finish of run.  

C. Procedures of Weighing  
A. The car will then be weighed on the scales, with the driver, and 

whatever the scales read shall be considered the official weight 
of the car.  

B. A car will only be weighed one time following qualifications 
and/or race.  Nothing may be added to vehicle prior to or during 
weighing. 

221 Engine/Head/Carburetor Claim Rule 
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A. The engine or heads or carburetor can only be claimed by the owner or driver of a 
Sportsman car that took the green flag on race day. 

B. The price of the engine shall be $2,500.00, the price of the heads shall be $700.00, or 
the price of the carburetor shall be $200.00; the notification shall be made to the Chief 
Steward or appointed officials within thirty (30) minutes after the last Sportsman car 
has crossed the finish line. 

C. Refusal to sell engine, heads or carburetor will result in loss of all money, trophies, and 
points for the entire event, and will not be allowed to compete in the next two (2) 
events.  

D. Funds must be in cash, guaranteed check, or funds approved by the CHCA. Funds must 
be validated before the owner of the engine or heads make the decision to sell or not to 
sell.  

E. The engine, cylinder heads, or carburetor must be pulled the day of the race. The 
Technical Committee with the assistance of the seller and buyer will tape and mark the 
engine, cylinder heads, or carburetor before the vehicle leaves the race course. Only 
two (2) members of the seller’s crew, one (1) from the buyer’s crew, and one (1) 
technical official will be allowed at the location to be agreed upon by both the seller 
and the buyer. If an agreement cannot be reached, the Technical Official or the Board 
of Directors will decide. 

F. All the following engine parts stay with the seller: (Fasteners that attach these parts to 
the engine stay with these parts) Fly wheel, Flexplate, Adapters and Bolts, Motor 
Mounts, Oil Pan and Bolts, Starter and Bolts, Complete Spacers, Intake Manifold and 
Bolts, Water Pump and Studs, All Pulleys and Bolts, Fan and Spacers, Valve Covers 
and Bolts, PCV Filters, Breathers, Clutch, Pressure Plate and Throw out bearing, Bell 
Housing, Fuel Pump (Mechanical), Temperature Sending Unit, Oil Sending Unit, Oil 
Pump and Pickup with drive rod, Harmonic Balancer.  

G. All the following head parts go to the buyer: Complete heads to include all valves, 
springs, retainers, locks, studs, and guide plates. 

H. All the following head parts stay with the seller: All rocker arms, polylocks, pushrods, 
lash caps, and stud girdles.  

I. In the situation of multiple purchasers (engine or heads) the purchase will go to the 
person finishing farthest back in the field race day. 

222 Entry Fees 
A. Entry fees for the Sportsman cars shall be $175.00 per event. 

223 Tear Down/Inspection Policy 
A. The top five (5) finishers shall have a mandatory tear down and/or inspection 

unless unanimously voted against.   

B. One (1) to five (5) items will be checked.   

C. The five (5) items to be checked in the tear down/inspection policy will be 
determined after the top half has been determined Sunday, and voted on within 
fifteen (15) minutes after last Sportsman car has finished. 

D. One (1) tech inspector, and one (1) Sportsman representative, the driver of the car, 
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and one (1) crewmember are permitted to attend this tear down/inspection. 

224 Rules 
A. All Sportsman rules will be reviewed by eligible car owners yearly. 

225 Prize Money 
A. There will be no gate split with the Stock Car Class. All Sportsman cars must take a 

checkered flag for payoff.  

226 Technical Inspection 
A. Technical Director and one Sportsman Representative must both be present and must 

both sign technical inspection form before any Sportsman car may take a green flag at 
any event.  
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300 OPEN COMPETITION CLASS CONSTRUCTION RULES 
 

300 Open Competition 
A. No rules except safety rules as specified by Section 3.10 of the General Rules.  

301 Tires And Wheels  

A. No studded tires are allowed.  

302 Fuel Cells  

A. Fuel cells are mandatory.  

303 Body Construction  

A. All race cars will be required to run bodies with as much coverage as practical.  

304 Competition Numbers  

A. Competition numbers on the vehicles must be at least twelve (12) inches in height and 
will be located on both sides and the nose section of the vehicle.  

305 Roll Bars  
A. Four post cages are required.  

A. All roll cages shall incorporate a front hoop or crossbar that extends above the 
driver’s helmet while seated in a normal driving position. Said hoop or crossbar 
shall be a minimum of six (6) inches in front of driver’s helmet on a horizontal 
place to the front of the crossbar from top of visor to front of crossbar when 
seated in driving position. 

B. The rear hoop shall extend a minimum of four (4) inches above the driver’s 
helmet while the driver is strapped in the car’s seat, without wings.  

C. The rear hoop shall extend a minimum of two (2) inches above the driver’s helmet 
while the driver is strapped in the car’s seat, with wings above the roll cage. By 
either one over head wing, or the combination of a rear and front wing. To be 
determined by drawing a straight line from the wing to a solid point on the front 
of the car.   

D. If the helmet breaks the outside of the plane of the roll cage, while strapped in the 
car, nets will be required (i.e. Sprint Car Style). 

E. Arm restraints are mandatory in all Open Wheel Cars. 

B. Roll bars must be a minimum of 1 3/8 inch outside diameter if constructed of 4130 steel 
tubing with .095 wall thickness, or it’s equivalent. 

C. Roll bars will be mounted to the frame of the vehicle in one of the following ways:  
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A. Roll bars welded directly to the frame. 

B. Roll bars welded to a steel plate that has a minimum of 1/4 inch thickness, with 
the plate welded or bolted to the frame. 

C. Tubing identical to the roll bar material, but with an outside diameter of the same 
inside diameter of the roll bars may be welded to a steel plate securely fastened to 
the frame. The roll bars will be placed over the smaller tubing and secured by no 
less than two (2) 3/8 inch aircraft bolts that pass through the roll cage tubing 
horizontally. 

D. The four top corners of the roll bar will be properly gusseted.   
E. A padded headrest is mandatory.  

306 Throttles  
A. The design and construction of the throttle shall be as to insure to the maximum extent 

possible that a locked wide-open throttle condition shall not occur. Whereas manual 
throttle return and acceleration pedal safety toe straps are recommended, design 
incorporated, multiple return spring mechanism is acceptable. Throttle designs must pass 
Technical Inspection by the CHCA.   

307 Shutoff Valve  
A. A fuel shutoff valve with a quarter turn or push pull operation is required and must be 

within easy reach of the driver while securely fastened in his/her safety harness.  
B. All vehicles will be equipped with an on board fire extinguisher system of a minimum 

five (5) pound capacity.   

308 Steering  
A. Steering wheel must permit free movement of the front wheels and be equipped with 

turning radius stops. 

B. Pitman arms shall be set to eliminate reverse steering. 
C. Racing type steering wheel will be required and approved by CHCA. 

309 Revolving Parts  

A. All open drive shafts must be equipped with two (2) inch wide by 1/8 inch thick, or 
equivalent, 360-degree steel hoop to contain the drive shaft so it will not fall to the 
ground. 

B. All vehicles must be equipped with approved safety hubs.   

310 Firewalls  
A. An effective firewall of metal of at least twenty (20) gauge thickness will be installed 

between the engine compartment and the cockpit, and between the fuel cell and the 
cockpit. 

311 Floorboards  
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A. A metal floorboard or metal underpan must be installed. 

B. Ground clearance must be sufficient to provide for a flat tire.   

312 Transmissions  
A. The transmission must incorporate a de-clutching device such as a neutral lockout. 
B. Any open drive shafts or drive chains must be protected with a suitable guard.   

313 Chassis Safety  
A. Brakes - Each vehicle must be equipped with a braking system that will operate the 

brakes efficiently and sufficiently on all four wheels. It is mandatory that all cars have 
dual master cylinders. 

B. Fuel Injection - Fuel lines and linkage must be sufficiently supported or reinforced.  

314 Starters  
A. All open wheeled cars must be equipped with a mounted starting system capable of 

starting with on board or auxiliary battery power. 

B. All open wheel cars shall furnish their own battery starting system at all events.  

315 Seats  

A. All seats must be constructed of metal. 

316 Entry Fees  

A. An entry fee for the Open Wheel class will be $175.00. 

B. Must take checkered flag for payoff.  Open Competition class will pay the whole field 
that takes the checkered flag on race day. 
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400 SUPER SPRINT CAR CLASS CONSTRUCTION RULES 2010 
 

400 Eligible Models 
A. This class shall be open to all normally aspired flat bottom two-wheel drive cars.  

401 Engine Size Limits  
A. Maximum allowable cubic inch displacement 220. Six (6) cylinders maximum. 

B. All Super Sprint Cars shall weigh eight pounds per cubic inch.  

402 Fire Extinguishers  
A. An operational fire extinguisher(s) with a total minimum of five (5) pounds shall be 

mounted in the vehicle within easy reach of the driver while he/she is securely fastened in 
his/her safety harness.  

403 Safety Nets/Arm Restraints  
A. The use of safety nets or arm restraints will be mandatory. 

404 Airfoils 
A. Wings may not extend past the outside of the tires, with a sixteen (16) square foot limit, 

combined front and rear. 
B. Wing angles or pitch may not be changed by the driver while seated in the cockpit.  

405 Tires And Wheels  
A. No studded tires are allowed.  

406 Fuel Cells  
A. Fuel cells are mandatory.  

407 Body Construction 

A. All race cars will be required to run bodies with as much coverage as practical. 

408 Competition Numbers 

A. Competition numbers on the vehicle must be legible and at least twelve (12) inches in 
height on both sides of the car, and at least nine (9) inches in height on the nose section of 
the car. 

409 Roll Bars 
A. Four post cages are required.  

A. All roll cages shall incorporate a front hoop or crossbar that extends above the 
driver’s helmet while seated in a normal driving position. Said hoop or 
crossbar shall be a minimum of six (6) inches in front of the driver’s helmet 
when seated in driving position. 
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B. The rear hoop shall extend a minimum of four (4) inches above the driver’s 
helmet while the driver is strapped in the car seat, without wings.  

C. The rear hoop shall extend a minimum of two (2) inches above the driver’s 
helmet while the driver is strapped in the car seat, with wings above the roll 
cage. By either one overhead wing, or the combination of a rear and front 
wing. To be determined by drawing a straight line from the top wing to a solid 
point on the front of the car.  

D. If the helmet breaks the outside plane of the roll cage while strapped in the 
car, nets will be required (i.e. Sprint car style)  

B. Roll bars will be mounted to the frame of the vehicle in one of the following 
ways:  
A. Roll bars welded directly to the frame. 

B. Roll bars welded to a steel plate that has a minimum of ¼ inch thickness, with the 
plate welded or bolted to the frame. 

C. Tubing identical to the roll bar material, but with an outside diameter of the same 
inside diameter of the roll bars may be welded to a steel plate securely fastened to the 
frame. The roll bars will be placed over the smaller tubing and secured by no less 
than two 3/8-inch aircraft bolts that pass through the roll bar and tubing horizontally.  

C. The four (4) top corners of the roll bar will be properly gusseted.  

D. A padded headrest is mandatory.  

410 Throttles  

A. See General Construction Rules.  

411 Shutoff Valve 

A. A fuel shutoff valve with a quarter turn or push-pull operation is required, and must be 
within easy reach of the driver while securely fastened in his/her safety harness. 

B. This rule is for mechanical fuel injection only. Carburetors and electronic fuel injection 
are controlled by the on-off switch.  

412 Steering  
A. Steering wheel must permit free movement of the front wheels and be equipped with 

turning radius stops. 
B. Pitman arms shall be set to eliminate reverse steering. 

C. See General Construction Rules.  

413 Revolving Parts  
A. See General Construction Rules.  
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414 Firewalls  
A. An effective firewall of metal of at least twenty (20) gauge thickness will be installed 

between the engine compartment and the cockpit and between the fuel cell and the 
cockpit. 

B. If an overhead radiator is used, the firewall shall extend the full width of the roll cage and 
to the top of the rear roll bar.  

415 Floorboards 
A. A metal floorboard or metal under pan must be installed. 
B. Ground clearance must be sufficient to provide for a flat tire.  

416 Transmissions  
A. The transmission must incorporate a de-clutching device such as a neutral lockout. 

B. Any open drive shafts or drive chains must be protected with a suitable guard. 

417 Chassis Safety 
A. Brakes: Each vehicle must be equipped with a braking system that will operate the brakes 

efficiently and sufficiently on all four wheels. It is mandatory that all cars have dual 
master cylinders. 

B. Carburetion: Fuel lines and linkage must be sufficiently supported or reinforced.  

418 Starters  
A. All open wheeled cars must be equipped with a mounted starting system capable of 

starting with on board or auxiliary battery power. 
B. All open wheel cars shall furnish their own battery starting system at all events.  

419 Seats  
A. All seats must be constructed of METAL and meet Technical Committee’s approval.  

420 Magnetic Particle Inspection  
A. The following parts are recommended to be magnafluxed:  

1. Steering Shaft  8. Sector Shaft  

2. Idler Arm Bracket   9. Idler Arm  

3. Pitman Arm  10. Front Spindle Arms  

4. Steering Arm to Idler Arm  11. Tie Rod Ends  

5. Spindle Connecting Rods  12. Front Hubs  

6. Spindle Connecting Rod Sleeves  13. Front Spindle Sleeves  

7. Upper and Lower Ball Joints   
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421 Entry Fees 
A. The entry fee for the Super Sprint Division is $175.00. 
B. Race vehicle must take a checkered flag for payoff.  
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500 COMPETITION TRUCK CLASS CONSTRUCTION RULES 
 

500 General 

All trucks must be race ready to pass technical inspection. The CHCA General Competition 
Rules binds all truck competitors. No competitor or his authorized agent shall circumvent the 
intent of the rules. CHCA reserves the right to amend these rules. Each truck entered in CHCA 
shall be required to pass a safety and technical inspection at a location designated by the 
Technical Committee. The safety technical inspection must be conducted under the direction of 
CHCA. Items to be checked are spelled out in these regulations. Trucks may be subject to 
inspection by the Technical Committee at any time during the event. Trucks found to be unsafe 
will be barred from further competition until defects are corrected. The inspectors shall conduct 
the inspection in accordance with the standards prescribed by the Technical Committee. All 
vehicles must be presented in a neat and clean condition with no body damage or primer 
apparent.   

501 Truck Construction 
A. Trucks will be two (2) wheel drive or four (4) wheel drive.  

502 Truck Eligibility 
A. Sanctioned truck events are limited to manufactured trucks and utility vehicles. 
B. Fuel injection or normally aspirated carburetors allowed. No turbo charged or 

super charged allowed.  

503 Design And Construction 
A. The vehicles in this class must resemble a Production Truck or Utility Vehicle. 
B. All hoods must have positive fasteners. One piece front end allowed. 

C. All doors will be fastened in an approved manner.  
D. Any frame or frame construction is allowed. 

E. All vehicles must have an over pan attached to the roll cage in an approved     
manner. 

F. No wings, ground effects, or devices that produce down force are allowed unless 
OEM original equipment. 

G. On board computers used for data acquisition in a manner is allowed.   Traction 
control is implicitly and explicitly prohibited. 

H. All vehicles must have netting attached to the roll cage of the vehicle by either two 
(2) seat belt style clasps or with a solid steel rod of a minimum 3/8 inch diameter 
with a protrusion at the rear of a minimum of one (1) inch. Nets must be installed 
in a proper manner at the discretion of the Technical Director.  

504 Engine Eligibility  
A. Any engine combination is allowed. Only one (1) engine is allowed. 
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B. Weight of vehicle including fuel, oil, water, and driver must weigh a minimum of seven 
and one-half (7½) pounds per cubic inch for two (2) wheel drive and eight and one-half 
(8½) pounds per cubic inch for four (4) wheel drive. 

C. Engine must be mounted forward of the centerline of the wheelbase of the vehicle.  

505 Transmissions  
A. A bracket, no less than two (2) inches wide and one-fourth (¼) inch thick (steel or 

equivalent) shall be placed below all drive shafts and forward of the centerline. It shall be 
fastened to the floor or cross member of the pickup truck to prevent all drive shafts from 
dropping on the course. A three hundred and sixty (360) degree bracket is required. 

B. Transmission makes and type is open, providing the overall configuration and location of 
engine and drive components, as stated previously are not altered.  

506 Drive Axle  
A. Solid rear axle housing, no independent rear ends allowed.  

507 Suspensions  
A. Open  

508 Brakes And Hub Assemblies  
A. No carbon fiber brakes. Otherwise – Open 

509 Wheels 
A. The number of allowed wheels is restricted to two (2) front wheels and tires, and two (2) 

rear wheels and tires. 
B. Wheels may be reinforced. 

C. Maximum width is twelve (12) inches.   

510 Tires 

A. All tires must be approved by the Technical Director and must be available to all 
competitors. 

B. Maximum tire tread is open.  

511 Fuel System  
A. An approved CHCA fuel cell is mandatory. If using natural gas or propane, container 

must be CHCA and DOT approved. 
B. Alcohol, propane, natural gas, and/or gasoline only. No nitrogen-bearing additive 

allowed. 
C. Electric or mechanical pumps allowed. 

D. All fuel cells must have an approved vent system as well as a skid plate underneath the 
cell with a minimum of twenty (20) gauge metal. 

512 Cooling System  
A. Open  



46 

513 Electrical System  
A. Batteries must be insulated in a safe manner. The battery must be in a leak- proof 

container or equipped with leak-proof caps, and enclosed in a nonconductive “marine-
type” box. The hot terminal must be insulated on all pickup trucks. All batteries shall 
be securely attached to the primary structure of the vehicle.  

A. Gel cells are exempt  
B. The self-starter must be in operating order. All pickup trucks must start   under their 

own power. 
C. The ignition switch, fuel shut off switch, and master switch shall be clearly labeled 

for the on/off positions, and shall be painted day-glow orange. When strapped in, 
the driver must be able to reach these switches.  

514 Exhaust System  
A. The exhaust pipes must exit horizontally outward beyond side panel, and must extend 

rearward behind the front of the driver’s seat. No exposed exhaust systems will be 
permitted within the driver’s compartment.   

515 Roll Cage  
A. All trucks must use a roll cage type construction. 

B. Basic Design Construction  

A. All roll cages must be constructed with at least one (1) front hoop, one (1) rear hoop, 
two (2) interconnecting top bars, two (2) rear down braces, one  
(1) diagonal brace, and necessary gussets. 

B. All vehicles must be equipped with sidebars, at least three (3) on drivers side that will 
protect driver from side and a minimum of two (2) on passenger side. If there is a co-
driver there will be a minimum of three (3) bars required. These bars must be parallel 
with the ground (or as close as practical) and located vertically in relation to the 
occupant to provide maximum protection without causing undue difficulty in entering 
or exiting the vehicle. Unless otherwise specified, the sidebars must be formed from 
tubing of the same material and dimensions as the roll cage itself, and must securely 
attach to the cages front and rear members.  
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C. Material  

A. The roll cage must be constructed of SAE 4130 steel tubing or equivalent material. 

B. For the purpose of determining tubing sizes, the vehicle weight is wet, without driver. 
The minimum size of tubing shall be determined as follows: 

Truck Weight  Tubing Size  
Under 2000 lbs.  1 ½” x .090" (1.375 x .095)  
2000 to 2999 lbs.  1 ½” x .120" (1.500 x .095) 
3000 to 3999 lbs.  1 ¾” x .120" (1.625 x .095)  
4000 lbs. and over  2" x .120" (1.750 x .095)  

C. Any aluminum material must meet SAE 4130 standards. 

D. Where bolts and nuts or other fasteners are used, the bolts shall be at least   three-
eighths (3/8) inch SAE grade five (5) or equivalent quality.  

D. Fabrication  
A. One continuous length of tubing must be used for the main hop member with smooth 

continuous bends and no evidence of crimping or wall failure. 

B. The Technical Director must approve all welding. 

C. The roll cage will be constructed in such a manner as to allow a three (3)  inch 
clearance between any roll cage bar and the driver’s or passenger’s helmet when they 
are seated in the normal driving position. 

D. Gussets must be installed at all welded intersections on the main cage, including 
diagonal and rear down braces, and where single weld fractures can affect driver’s 
safety. Gussets may be constructed of 1/8" x 3" x 3" flat plate, split, formed, and 
welded cone tubing, or tubing gussets the same thickness as the main cage material. 
Rear down braces and diagonal braces must angle no less than thirty (30) degrees 
from vertical. 

E. An inspection hole of 3/16" diameter must be drilled in a non-critical area of the roll 
bar hoop to facilitate verification of wall thickness. It is the prerogative of the 
Technical Director to drill a second hole if deemed necessary. 

F. A headrest support of at least six (6) inches high and six (6) inches wide firmly 
secured to the roll cage and/or seat, padded with resilient material of at least two (2) 
inches thick, must be placed behind the driver’s head. All roll cage components in the 
close proximity of the driver’s head must be padded with “ensolite” or equivalent 
material with a minimum thickness of one-half (½) inch.  

516 Seat System  
A. All systems must be properly reinforced and securely mounted.  

517 Seat Belt And Shoulder Harnesses  



48 

A. This is handled under the General Car/Truck Construction Rules.  

518 Driver’s Uniforms  

A. No outerwear will be worn over the fire suits while the driver is operating the race 
vehicle. 

B. Approved fire resistant driving gloves and shoes are required. 

C. It is mandatory for the driver and passenger to wear his/her helmet while operating the 
race vehicle.  

519 Helmets  

A. This is handled under the General Car/Truck Construction Rules.  

520 Fire Equipment   

A. An onboard fire system of at least five (5) pounds is required. A remote  actuated fire 
system is recommended. 

521 Competition Numbers And Names  
A. CHCA or its designee assigns all truck numbers. 
B. The assigned numbers shall be displayed on both sides of the pickup truck and roof in 

readable numerals at least twelve (12) inches high. 

C. Slogans, designs, or advertising on the trucks must be appropriate and acceptable to the 
Technical Director.  

522 Magnetic Particle Inspection (Magnaflux – Zyglowed) 
A. Particle inspection as a safety requirement will be recommended on all trucks. 
B. The following parts will be recommended to be Magnafluxed/Zyglowed: 

A. Steering Shaft 
B. Idler Arm Bracket 
C. Pitman arm 
D. Steering Arm to Idler Arm Rod 
E. Spindle Connecting Rods 
F. Spindle Connecting Rod Sleeves 
G. Upper and Lower Ball Joints 
H. Sector Shaft 
I. Idler Arm 
J. Front Spindle Arms 
K. Tie Rod Ends 
L. Front Hubs 
M. Front Spindles 

523 Competition Truck Class Payoff 

A. Entry fees will be $175.00 per event. 
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B. Must take checkered flag for payoff.   The entire field will be paid unless there are more 
than nine (9) vehicles taking the green flag - then only the top half will be paid. 
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600 SUPER STOCK TRUCK CLASS CONSTRUCTION RULES 
 

600 General  
All competitors are bound to comply with the General Rules and the General Car/Truck 
Construction Rules as set forth in this rulebook. Specific rules for the Super Stock Truck Class 
are as follows:  

601 Truck Construction 
A. Trucks will be two (2) wheel drive and/or four (4) wheel drive.  

602 Truck Eligibility 
A. Sanctioned truck events are limited to manufactured trucks, no utility or sport vehicles. 

B. Turbocharged/supercharged engines may not be used. Injection of any kind is not 
permitted in any shape or form.   

603 Design And Construction  
A. Original dimensions of all bodies must remain as manufactured, except for 

modifications for tire clearance. The outside edge of the tire tread at the top must be 
within two (2) inches of the fender well. 

B. Trucks must remain standard in appearance. Hood scoops are acceptable as long as 
they conform to the flow lines of the truck. Maximum elevation will be two (2) inches 
above the hood. 

C. Hoods must remain in original position and closed. All hoods must have positive 
fasteners. 

D. Any ballast weight added must be securely fastened inside the body (shell), but not in 
driver’s compartment. 

E. All doors shall be fastened in an approved manner. 
F. A firewall, properly installed and secured, of no less than twenty (20) gauge steel or 

equivalent, shall separate the fuel tank and the driver’s compartment. 
G. All trucks must retain the stock frame. Frames may be reinforced or lightened, but no 

outside dimensions can be altered. All trucks must retain the stock frame rails to 
include front and rear cross members. 

H. Complete stock steel cabs. Composite or fiberglass panels, hoods, and doors are 
allowed. 

I. The Technical Committee must approve camera mounting. 
J. Aerodynamic wings are explicitly and implicitly prohibited. 


